SAPPHIRE Metal Panels
zinc coat

SAPPHIRE Metal Tile Panels can bring your home

passivation layer

beauty, durability, and reduced energy costs. Avail‐
able in 25 colors, this versatile roofing has several
advantages over standard asphalt shingles. Many of
DML USA clients opt to install metal roofing for
reliable protection against sun, wind, snow, and rain
without sacrificing a striking visual effect.
The right style of metal roofing will complement
any home’s architecture, from Victorian to contem‐
porary. This is because the arrangement of the
sheets of SAPPHIRE can be completely customized
to suit the client’s preference, unlike the standard
grid of shingles.
SAPPHIRE panels with AkzoNoble Cool Chem‐
istry® finishes reflect a great deal of the sun’s energy
which over the life of the roof can save substantial
energy costs. Light‐colored DML USA roof could save
23% in air conditioning expenses in summer.
Due to the light weight of material, the need to re‐
move the old roof in most cases is not required thus
generating substantial cost savings on installation.
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Speciﬁcations:
‐ Type of metal:
‐ 26 gauge G90 galvanized steel
‐ .032 aluminum
‐ Finish: KYNAR 500® PVDF or HYLAR 5000® PVDF
‐ Overall width: 46 7/16 in., effective coverage: 43 5/16 in.
‐ Length: Cut to customer specifications, max. 20 ft
‐ Weight: 0.96 lb/sq ft
‐ Colors: 26 of AkzoNoble Cool Chemistry® colors
‐ Accessories: Same gauge and finish as the panel
‐ Recommended minimum pitch: 3:12
‐ May be installed over old shingles or other roofing
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